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THE FOLLOWING IS A REFFERENCE FOR THE
BLENDING OF THE EMIX AND THE
QUICKTOPSONE MIXES.

STEP #2

IF DESIRED IRON OXIDE OR LIQUID COLORS
MAY BE ADDED TO YOUR MIX. 100z. FOR
IRON OXIDES IS THE MAXIMUM AMOUNT

RECOMMEND TO BE ADDED TO ONE 50# BAG.

8oz. IS THE MAXIMUM AMOUNT OF LIQUID
COLOR.PREMEASURE YOUR COLOR PRIOR
TO MIXING
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STEP#4

CLEAN MIXER
ADDITIONAL DECORATIVE ROCK AND OR GLASS FOR
QUICKTOPSONE ONLY

STEP #1

YOU WILL NEED THE FOLLOWING ITEMS. A
CLEAN MIXING BUCKET, 1 GALLON OF WA-
TER PER 50# BAG, A HAND HELD MIXER AND
THE QUICKTOP MATERIAL

STEP #3

QUICKTOPS MIXES CAN BE POURED IN A
VARITY OF FORMS. HERE ARE SOME OF THE
MOST COMMONLY USED. 1. PLASTIC MOLDED
FORM, 2 MELAMINE, 3RUBBER, 4 PLEXI
GLASS WITH PLASTIC SIDES, ¥REITECH
SHEET PLASTIC WITH FOAM COATED SIDES.

VERIFY THAT YOU HAVE ALL OF THE ITEMS MEASURES AND
READY, PRIOR TO BLENDING YOUR MIX.
1 BAG MATERIAL
1 1GALLON OF WATER
1 MEASURED OUT COLOR ( IF DESIRED)
| T CLEAN MIXING TUB
il
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STEP#5
PLACE THE WATER INTO THE MIXING TUB.

STEP #7

BLEND UNTILL ALL OF THE COLOR IS
DISBURSED EVENLY.

STEP #9

BLEND THE MIX UNTIL ALL OF THE DRY
POWDER IS COMPLETELY BLENDED.

STEP #6

ADD ( IF DESIRED ) IRONOXIDE OR LIQUID
COLOR TO THE MIX.

STEP #8

POUR THE BAX MIX
INTO THE MIXING
TUB. BE CAUTIOUS
NOT TO AFO
MUCH AIR INTO
THE MIX AS YOU
BLEND IT. MINIMIZE
THE UP AND DOWN
MOTION AND THE
FLUFFING OF THE
MIX IN THE TUB
KEEPING THE
PADDEL IN THE
MIX.

STEP #10

POUR THE MIX FROM CORNER TO CORNER-
INTO THE AWAITING FORM. DO NOT PLACE
THE MATERIAL INTO THE MIDDLE OF THE
FORM.

THE MATERIAL WILL BEGIN TO SELF LEVEL.



